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The Sekonic
DualMaster L-558R
and L'558C| NE THE NEW BENCHMARK IN ADVANCED LIGHT ANALYZING

AND EXPOSURE CONTROL FOR FILM OR DIGITAL ... \)
NOW WITH WIRELESS TRIGGERING CONTROL BUILT-IN.

The L-558R DualMaster is the only multi-function light meter that incorporates
a wireless triggering transmitter built-in. It has been designed to meet the
challenges and demands of today’s film and digital photographers. The L-558R
offers versatile functions, to accommodate the most critical and precise
photographic shooting conditions without sacrificing ease of use and affordability.

It offers superior performance with new, redefined standards for precise,
multi-function exposure and analyzing controls. With a turn of a knob the L-558R
SEKONIC changes from an incident meter to a 1 degree spot meter all combined into one
X 4 4 5 A rugged, compact, all-weather housing. It features a Digital 1 degree Spot viewfinder,
— 7/ which displays f-stops, shutter speeds, EV and more. In electronic flash measure-

ment modes, the flash-analyzing feature simultaneously evaluates both flash and

ambient light. Along with mahy features such as special light measurement modes,

POWER  AVE/AEVE extended sensitivity range, custom calibration and CINE mode, it also offers

15010 15020 shooting situations.
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custom settings. The L-558R’s flexible design accommodates your ever-changing

That’s because it's the world’s first multi-function meter with Digital Wireles\)
Freedom built-in. With its built-in radio transmitter you now can simultaneously
trigger your remote camera and or flash units and measure the flash output

wirelessly, eliminating the use of unreliable PC-synch cords or shutter release

STER X
[ﬂ“ﬁ”’},‘gg ’ cables. The L-558R DualMaster... the Power of Control... the Freedom of Wireless.

The L-558R allows
metering of specific subject
areas such as shadow, |
midtone and highlight. %t

Midone Highlight Shadow



th Digital Display
. L=558Cine meters feature a
rectangular viewfinder, which better matches
the image asr ) of most camera formats.
-free 1 degree spot finder,
through a multi-element

shooting needs change. With its super sens
sensor, the L-558R breaks the reflective flash ba
measuring reflected flash output down to an amazing
/2.0 and ambient measurements as low as EV 1.
With its expanded range of sensitivity, measuring
shadows at the edge of darkness and highlights

at the fringes of total white are now possible. The

1 degree spot is ideal for measuring distant objects,
highly reflective surfaces, extreme contrast scenes,
backlighting situations, or when utilizing Zone
System metering. It also includes an adjustable

er eyepiece.




Built-in Radio Transmitter
Electronic flash units and/or cameras can be
triggered wirelessly from the L-558R’s 32-channel
digital radio transmitter. No more tripping over synch
cords, or fumbling with PC connectors. Compatible
with all PocketWizard Digital Radio Receivers, the
L-558R can simultaneously trigger and measure your
electronic flash units up to 100 feet away. You can
also select through the meter’s direct key access,
“Quad Triggering mode” which provides you with up
to four zones of lighting control remotely. Now you
can individually measure several flash units wirelessly
with the touch of the meter’s measuring button,
without walking over to each light and turning them
on or off. You can even trigger motor-driven cameras
from the meter. Part of the Digital Wireless Freedom
system, the L-558R, is a wireless exposure meter
and exposure maker.
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THE SEKONIC DUALMASTER L-558R AND L-558CINE

Dual ISO Settings

The L-558R and L-558CINE offer the flexibility
of taking a single exposure measurement and
displaying the f-stop and shutter speed for two
different ISO settings, such as two different digital
camera sensitivities or negative film and Polaroid
proofing film. By holding down the ISO 2 button, the
last exposure reading is automatically re-calculated for
the second film speed or digital camera ISO rating.

All-Weather Design

All buttons, switches and compartments are
sealed and the meter housing has been designed
to endure rugged outdoor conditions. Ideal for
location shooting, at the beach, in rainy or in
humid environments.

Lens Hood

The Lens Hood prevents erroneous light
measurements caused by lens glare. It also acts
as a step-up ring for attaching filters to the front of
the 1° Spot lens (up to 40.5mm filter thread).

W/
Full, 1/2 or 1/3 step selectable readings
Both shutter speeds and apertures can be
displayed in either Full, 1/2 or 1/3-step increments to
match your film or digital camera. Selection is quick
and easy with its custom setting software.
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Shutter speed 1/3 step
aperture 1/3 step

Shutter speed 1/2 step
aperture 1/2 step

Shutter speed full step
aperture full step

Memory Mode
Memory |Stored 1/10 Up to nine readings can be memorized in
mode |Readings |Fstopinsident or spot metering modes independently in
5 fo| "‘s‘” {1l both Aperture and Shutter Priority modes. Contrast
3" . evaluation and averaging is possible in both modes.
@ . 'i- L Pressing the memory button after taking a light
}E’S V ’1 ’ g " reading displays a symbol on the analog f/stop scale.
. The total number of memorized measurements
-/

appear near the symbol “M”. When switching in the
same mode from spot to incident, memory readings
are retained. This provides the photographer with
an effective way of retaining and analyzing shadow,
midtone and highlight exposure readings.

Memorized| |Measured
f-stop values! If-stop value
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THE SEKONIC DUALMASTER L-558R AND L-558CINE

Analyzing Function A

In flash/ambient analyzing mode, the L-558R and
L-558CINE simultaneously reads both flash and
ambient light automatically in order to analyze and
display the exposure data in 3 convenient ways:

1. Combined readings of flash and ambient

2. Percentage of flash in the total exposure

3. Simultaneous display of flash, ambient and
combined readings on the analog scale.

Now you can take ambient, flash or mixed lighting
exposure measurements without fumbling with meter
modes, switches or different displays.

Flash Balanced

Exposure, Calibration and Filter Compensation ~
Independent incident and reflected exposure
compensation of up to +/-9.9 EV can be easily set
for custom film exposure corrections, digital camera
sensor corrections or for bellows extension factors.
With the calibration compensation setting of +/-1.0 EV,
matching built-in camera meters or other handheld
meters is a snap. There is even a filter compensation
setting of +/-5.0 EV for filter factor compensation.
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Exposure compensation Calibration compensation Filter compensation
Full-Featured Flash Measurements
1. Cord Flash Mode - for use with standard PC
synch cable
2. Cordless Flash Mode — measures manually
triggered flash without a PC synch cable
3. Multiple Flash Mode — unlimited cumulative
measurement of multiple triggered flash \ y

4. Radio Triggering Mode — wireless triggering and
measuring of flash up to 100 feet away



The Sekonic
SPECIAL FEATURES FOR DuaIMaSter L'558CINE

MOTION PICTURE, STAGE LIGHTING AND
VIDEOGRAPHY APPLICATIONS

Designed especially for today’s cinematographer and videographer, the

L-558CINE DualMaster meter incorporates all the popular features of the Sekonic
L-558R exposure meter. It features many specialized functions to address the
needs of motion picture, video, theater, stage, museum and industrial lighting
applications, while still retaining many of the features useful to the still photographer.
Responding to the demands of working professionals, Sekonic has designed a
SEKONIC ‘ built-in 1° spot with digital display viewfinder, as well as a large external LCD panel.
An extensive range of Preset filter compensation values and 9 custom function
settings offer quick setup and individual meter preferences. Extended sensitivity
range, exposure and calibration compensation all add to an impressive meter all in

one weather resistant package.

POWER  AVE./AEVA
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PLUS

SHUTTER ANGLE SETTINGS FROM 1° TO 270°
(NEW ADDED SETTINGS OF 1,2,3,4,6,7,8,9,12,17,22,144 AND 172°)

oIS ~ CINE SPEED 1 THROUGH 1000 (FPS)
L-5566mE &), (NEW ADDED SPEEDS OF 10,14,20 AND 180 F/S)

FOOT-CANDLES (READINGS FROM 0.12 TO 180,000)
LUX (READINGS FROM 0.63 TO 190,000)

CD/M2 (READINGS FROM 0.25 TO 190,000)
FOOT-LAMBERT (READINGS FROM 0.07 TO 190,000)

EV, APERTURE AND SHUTTER PRIORITY MEASUREMENTS

S Liquid Crystal Display readouts
@@A@@EE& Wil lluminance mark / Luminance mark (558 CINE)
..E["" FC Appears when Foot-Candle is selected
Dmbts Ji© 'UB&  LUX  Appears when Lux is selected
{ E 5 | o ﬂ ﬁé FL  Appears when Foot-Lambert is selected

upmmmo - cd/m* Appears when Cd/m? is selected

T Shutter priority indicator
o/ f/s Shutter speed display for frames per second (f/s)
Ang Appears when shutter angle is set to a value other
than 180 degrees



The Sekonic
Flash Master L-358 scrrine e stanoaro as tHe

PERFECT CHOICE OF ADVANCED FEATURES,
EASE OF USE AND AFFORDABILITY ‘
4
The Sekonic L-358 Flash Master is the perfect blend of advanced features,
user-friendly functions and affordability combined in one light meter. It is both an
ambient meter and a flash meter joined together into one rugged, compact,
all-weather housing. It features flash and ambient analyzing, so you can select the
right amount of either ambient or flash exposure. It also offers a built-in, retractable,
incident Lumisphere, for quick comparisons of wide to narrow angle incident
measurements. The L-358 offers simplicity in the most demanding shooting
situations. That’s because it's the world’s first affordable meter with Digital Wireless
Freedom. With.an optipnal digital radio flash triggering module, you now can
simultaneously trigger your remote camera and/or electronic flash units and
measure the flash output wirelessly without troublesome PC-synch cords. An

optional, parallax-free spot finder extends the versatility of the meter with a choice

of 1°, 5° or 10° viewfinders.

Retractable, removable and rotating Iumisphe\n;/
Quickly change from standard incident
(hemispherical or Lumisphere in the up position — 180°
angle) to cosine corrected (narrow — 90° angle) light
readings with a turn of a ring. Ideal for portrait lighting
it offers brightness evaluation or light ratio setups and
is also ideal for flat art work light measurements. With
the 270° rotating Lumisphere, reading the display is
possible while positioning the Lumisphere toward
the light or the subject without ever losing sight of
the meter’s display. Optional 1°, 5° or 10° spot finders
easily attach to the meter in place of the removable
Lumisphere. A Lumigrid (reflected light receptor)
is included with the L-358 for reflected light
measurements.

Extended

Retracted
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